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CERACAP

Decorative wax
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Ceracap is a water-based decorative wax, which is quick and easy to apply and
can be used to embellish and protect the decoration itself. In gold and silver
versions, it enhances the effect of decorative finishes by giving pleasant pearlescent
reflections.

Product formulated with waxes, water and pearlescent pigments.

Value Method
Dry to touch (25°C-65% U.R.) 1h Internal PFO2
Value Method

Specific weight 1000-1100 g/I Internal PFO3

1 year stored in its original and unopened can at a temperature between +5°C
and +30°C.
Neutral, silver, gold.

Suitable for application as a finish on interior decorative effects.

Sponge, soft cloth
Polish: microfiber or cotton dry cloth.

0-10% with water.
20-30 m?/I per coat

+5°C + +30°C

Let the surface dry out for at least 48 hours and proceed with the application of the
product. After at least 10-15 minutes, proceed to polishing with dry rag.

Product, based on wax, water and pearlescent pigments, to apply over decorative
effects for interiors with an average consumption of 40 ml/m?.

To carry out the work in a proper way, it is needed to strictly follow the instructions
for the preparation of the surfaces contained in the CAP Arreghini Books. The
specification data and technical information have been calculated at +23°C with
relative ambient humidity of 65%. In different conditions the data and the time
intervals between the two phases of the above reported coating system may vary.
This technical information is intended as a rough guide. However, because of the
enormous variety of media and application conditions, it is essential to check the
suitability of the product and test the effectiveness on a sample.
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